00¢Nd 0G¢-Seveds DN (mm) 200
10 PN (mpa) 2.5
_ Working temp. -46~200 'C
11 Working medium water, steam, oil, gas etc.
Seallin 2.75
12 Pressure test 9
Strength 3.75
13
14
TECHNICAL STANDARDS
1. Design and manufacturing standard: JB/T8527;
2. Flange standard: GB/T9119;
3. Face to face standard: GB/T12221;
4. Inspection and testing standard: GB/T13927.
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Slale
10| Connector SS420 20| Aditional seat 20+Viton
09| Gland WCB 19| Seat WCB
08| Yoke A3 18| Disc WCB
07| Packing Graphite 17| Sealing ring SS304+Graphite
06| Bolt A3 16| Pressing ring SS304
05| Gasket 65Mn 15| Bolt A3
04| Nut A194 2H 14| Bolt A3
03| Pin SS304 13| Gasket 65Mn
02| Stem SS420 12| Nut A194 2H
01| Body wCB 11| Top flange A3
No| DETAILS MATERIAL DETAILS MATERIAL
Seallon Flow Tech.
SEALLON
Mark | No. | Change file No| Sign | Date Flange triple off-set
Design Standard Drawing mark [weight| Scale butterfly valve
DN oD pD1 Q)DZ L C n_de Correct Authorized | |
Audit Approved by SB343S-25C
200 360 310 274 152 28 12-26 Technic Date Total___page The_ _page
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